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Hocheffizienzpumpen
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Maximale Förderhöhe           8,0 m  | 10,0 m  | 12,0 m 
Maximaler Durchfluss            8000 l/h  | 9000 l/h  | 10000 l/h 
Leistungsaufnahme               80 W  | 120 W  | 180 W
Regelung                                3 Konstantkennlinien, 
                                               3 Konstantdruckkennlinien,
                                               3 Proportionalkennlinien
Zusatzfunktion                       automatische Nachtabsenkung, 

LED Verbrauchsanzeige, Antiblockierfunktion
Versorgungsspannung          1 x 230V, 50 Hz
Motorschutz                           kein externer Motorschutz erforderlich
Schutzart                               IP 42
Umgebungstemperatur         0 °C bis +40 °C
Medientemperatur                 +2 °C bis +110 °C
Temperaturklasse                  TF 110 gem. DIN EN 60335-2-51
Systemdruck max.                 10 bar
Anschlussgrößen                   DN 25, DN 32
Einbaulängen                         180 mm
Material Pumpengehäuse      Grauguss kataphoresebeschichtet
Gewicht inkl. Isolierung          2,5 kg
EEI                                           ≤ 0,23

Produktbesonderheiten

HE OEM 2 | 80 | 100 | 120 

Technische Daten
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• 5 Jahre Garantie
• automatische Nachtabsenkung 
• LED Verbrauchsanzeige
• SMART-Adapt
• Antiblockierfunktion
• auch als PWM Version mit oder 

ohne Rückmeldesignal lieferbar
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Hocheffizienzpumpen

Maximale Förderhöhe           4,0 m  | 6,0 m
Maximaler Durchfluss            2600 l/h  | 3200 l/h  
Leistungsaufnahme               25 W  | 45 W  
Regelung                                3 Konstantkennlinien, 
                                               3 Konstantdruckkennlinien,
                                               3 Proportionalkennlinien
Zusatzfunktion                       SMART-Adapt, Antiblockierfunktion
Versorgungsspannung          1 x 230V, 50 Hz
Motorschutz                           kein externer Motorschutz erforderlich
Schutzart                               IP 44
Umgebungstemperatur         0 °C bis +40 °C
Medientemperatur                 +2 °C bis +110 °C
Temperaturklasse                  TF 110 gem. DIN EN 60335-2-51
Systemdruck max.                 10 bar
Anschlussgrößen                   DN 20, DN 25, DN 32
Einbaulängen                         130 mm, 180 mm
Material Pumpengehäuse      Grauguss kataphoresebeschichtet
EEI                                           OEM 3 | 40 | 60 ≤ 0,20
                                               

HE OEM 3 | 40 | 60 

Technische Daten
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• 5 Jahre Garantie
• SMART-Adapt
• Antiblockierfunktion
• auch als PWM Version mit oder 

ohne Rückmeldesignal lieferbar
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Produktbesonderheiten
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High Efficiency Pumps

Maximum delivery height      4,0 m  | 6,0 m  | 8,0 m 
Maximum flow                       2600 l/h  | 3200 l/h  | 3500 l/h 
Power consumption              25 W  | 45 W  | 65 W
Control                                   3 constant characteristics,
                                               3 constant pressure characteristics,
                                               3 proportional characteristics
Additional function                SMART-Adapt, anti-blocking function
Supply voltage                       1 x 230V, 50 Hz
Motor protection                   no external motor protection required
Protection class                     IP 44
Ambient temperature            0 °C to +40 °C
Media temperature                +2 °C to +110 °C
Temperature class                 TF 110 according to DIN EN 60335-2-51
System pressure max.           10 bar
Connection size                     DN 20, DN 25, DN 32
Installation length                  130 mm, 180 mm
Material pump housing          grey cast iron cataphoresic coated
EEI                                           OEM 4 | 40 | 60 | 80 ≤ 0,23
                                               

HE OEM 4 | 40 | 60 | 80 

Technical data
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Characteristic HE OEM 4 | 40-XX
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Characteristic HE OEM 4 | 80-XX
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• 5 year guarantee
• SMART adapt
• Anti-lock function
• Can be also supplied as PWM-version;

Including a feedback signal or without that
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EEI               OEM 2 | 80 | 100 | 120 ≤ 0,23 
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High Efficiency Pumps

Product features

HE OEM 2 | 80 | 100 | 120 

Technical data

EEI
≤0,23
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Characteristic HE OEM 2 | 100-XX
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Characteristic HE OEM 2 | 120-XX
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• 5 year guarantee
• automatic night setback
• SMART adapt
• LED consumption display
• Anti-lock function 
• Can be also supplied as PWM-version; 

Including a feedback signal or without that

Maximum delivery height      8.0 m  | 10.0 m  | 12.0 m 
Maximum flow                       8,000 l/h  | 9,000 l/h  | 10,000 l/h 
Power consumption              80 W  | 120 W  | 180 W
Control                                   3 constant characteristics,

                     3 constant pressure characteristics,
                                     3 proportional characteristics

Additional function                automatic night reduction,
  LED consumption display, 

   anti-blocking function
Supply voltage                       1 x 230V, 50 Hz
Motor protection                   no external motor protection required
Protection class                     IP 42
Ambient temperature            0 ° C to +40 ° C
Media temperature                +5 ° C to +110 ° C
Temperature class                 TF 110 according to DIN EN 60335-2-51
System pressure max.           10 bar
Connection size                     DN 25, DN 32
Installation length                  180 mm
Material pump housing         grey cast iron cataphoresic coated
Weight including insulation   2.5 kg
EEI                                          ≤ 0.23


